
Product data sheet Pole 70 729

38.16  ·  Technical amendments reserved

BEGA Lichttechnische Spezialfabrik
Hennenbusch  ·  D - 58708 Menden !

Project · Reference number Date

Application
Aluminium pole with base plate.
Cylindrical pole with static strength in 
accordance with EN 40.

Product description
Luminaire pole made of aluminium alloy and 
aluminium, powder coated and lacquered
Pole top ø 76 mm
Base plate with 4 fixing holes  
for installation on a foundation or  
anchorage unit – accessory  70 899  –
With inserted door made of aluminium 
Door latch – square spanner –
wrench size 8 mm.
C-clamp with earth conductor connection 
and 2 sliding nuts M6 to accommodate a 
connection box according to  
DIN 43628 / VDE 0660
– see BEGA accessories –
c – Conformity mark 
Wind catching area: 0.46 m² 
Weight: 21.4 kg
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Accessories 
Connection boxes
70 629   Cable box IP 54
2 fuse Neozed 6 A
3 inputs for cable 5 x 10@
2 outputs for cable 3 x 1.5@

70 644   Cable box IP 54
2 fuses Neozed 6 A
2 inputs for cable 5 x 10@
2 outputs for cable 3 x 2.5@

70 647   Cable box IP 54
3 fuses Neozed 6 A
3 inputs for cable 5 x 16@
2 outputs for cable 5 x 2.5@

Connection boxes with power reduction 
for LED luminaires with 1-10 V interface
70 635   Cable box IP 54
Power reduction with control cable

70 636   Cable box IP 54
Power reduction without control cable  
by intelligent self-learning system
70 899   Anchorage unit
Anchorage unit with mounting flange made 
of galvanised steel. Total length 800 mm.
4 stainless steel fixing screws M 16 x 50.

A separate instructions for use can be provided 
upon request.
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